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NOTE:
1. CRIMPED FERRULE HEX CRIMP SIZE .213 i |—12.70 [.500]—]
2. CRIMPED CONTACT PIN HEX CRIMP SIZE .068
INLESS OTHERWSE SPECFED DMENSOIS AFE APPROVALS DATE
IN MLLMETERS. DIMENSIONS IN [ ] ARE IN
8 FERRULE COPPER NICKEL 1 i FOR CUSTONER o, A h I C
7 HEX NUT BRASS NICKEL 1 s onemne seeoeey | ©N GRS, 01/24/07 I I Ip eno On neX
6 LOCK WASHER BRASS NICKEL 1 0.5 — 8mm + 0.20mm CHECKED PART DESCRIPTION
5 GASKET SILICONE RED 1 305_-1ggmm : g-ggmm
4 INSULATOR TEFLON NATURAL 1 ’ ISSUED BNC BULKHEAD CRIMP JACK - LMR200
3 CONTACT PIN PHOS. BRONZE GOLD 1 TOLERANCES  FOR. NOHES, ARE: SHEET
2 INSULATOR TEFLON NATURAL 1 20 - 315 = & g-g?;: 1OF T PART MO
1 BODY BRASS NICKEL 1 | 1780 — 4724 — = 0.020" 112600
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