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The undersigned guarantee of the model switches is meets the following specifications.
1.0Operation Characteristics

Operating Force (OF) : Max.34 gf

Releasing Force (RF) : Min.8 gof

Free Position ( FP) : Max.16.4 mm /_\
Operating Position (OP) : 10.8+1.0 mm

Movement Differential (MD) . Max.0.8 mm 2008.08.14

Over-travel (OT) : Min.0.8 mm
Pre-travel (PT) : Max.4.6 mm
2. Specifications

Initial Contact Resistance
Max.100 mQ.

Before measure the switch contact resistance, please press the switch three
times on and off.
Initial Dielectric Strength : 1,000VAC(50-60HZ)/minute between contacts.

1,250VAC(50-60HZ)/minute Live-parts and dead metal parts.

Insulation Resistance : Min. 100 MQ ( 500 VDC/ minute ) between Live-parts and dead metal parts.
Circuit Arrangement : SPDT ( Single pole double throw )

Rating : 5A 125/250VAC

Service Life : Min. 6,000 operations.

Rating Load : Resistive Load.

Operating Frequency : 10~30 operations per minute.

Safety Certificate : UL, CSA, CE

Mechanical Service Life : Min. 5,000,000 operations.

Operating Frequency : Max. 400 operations per minute.
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3. Environments
Operating Temperature
Storage Temperature
Storage Humidity
Soldering by hand
Soldering bath
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0°C ~120°C
-25°C ~85°C
at 40°C, Max. 85% R.H

350°C maximum within 5 seconds.

260°C maximum within 5 seconds.

VER: A
PAGE: 2/4

/N

2008.08.14

N/

HONEYWELL
INTERNATIONAL INC.
Sweet

PREPARED
Oda

CHECKED
Dick

APPROVED


sweet
文字方塊
2008.08.14

sweet
05


/MSOR70501—A

6.4

Dimensions drawing

[0.252]
4.05

[0.159]

/N

|_
0- 2008.08.13
—
o |
o |
_ Q |
~ 13 I o~
[ (\j (@] |
oIk S : oY
SRS | S,
ol T B |
VS |
~ i | i +0.1 = R
o™ 5.5 8240 pAES ‘
ST | | S e~ |
s [20.098] [#0.09473-004] — =| 5 |
H T H O
5 > 8.8 U 73 L 0.640.05 — A [06%4(;]
| | 1 ® -
[0.063] | [0.346] | [0.287] | [0.02440.002] o|R | 2.8 70.024]
[0.200] [0.374] [0.205] s L[01]

Tolerance £0.4 mm
< +0.016 inch
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