NOTES: > 5
1.0 ELECTRICAL SPECIFICATIONS: -
1.1 FREQUENCY RANGE: DC to 18.0 GHz o
1.2 ATTENUATION ACCURACY: o Z
DC to 12.4 GHz 12.4 GHz to 18.0 GHz oz
1.2.1 0 dB +0.75 dB +0.75 dB X 3
1.2.2 1to 4 dB +0.75 dB +0.75 dB i
1.2.3 5to 8 dB +0.75 dB +1.00 dB SMA MALE CONN. =
1.2.4 9 to 12 dB  +1.00 dB +1.25 dB SER MIL—PRE-- 29012 |
1.2.5 13 to 20 dB +1.50 dB +1.50 dB 9
1.2.6 21 to 40 dB  +2.00 dB +2.00 dB
1.2.7 41 to 60 dB  +2.50 dB +2.50 dB m =
1.3 VSWR: o<
1.31 DC to 4.0 GHz 1.25:1 MAX | —
1.3.2 4.0 to 12.4 GHz  1.45:1 MAX _ y ©
1.3.3 12.4 to 18.0 GHz  1.65:1 MAX N OO
0 MAXIMUM INPUT POWER: N
2 WATTS AVERAGE AT +25°C DERATED LINEARLY .36 DIA. —+ — I N —- - - - - -
TO 0.5 WATTS AT +125°C (9.1) O |
3.0 OPERATING TEMPERATURE RANGE: —65°C TO +125°C L I O
4.0 MARKING: MARK UNIT AS SHOWN 2 L
(REF.: INK—03802—27—XX)
5.0 DIMENSIONS IN PARENTHESIS ARE IN
MILLIMETERS. SMA FEMALE CONN. 5 M. A _
PER MIL—PRF—39012 '
WAS DWG. 02332—01—00
wlz|8ls|8]3]|8]s]8 UNLESS OTHERWISE
JREHBHEBE UNLESS OTHERWISE 124078| MIDWEST MICROWAVE
el jririololn ARE IN INCHES AND TTE
TOLERANCES ARE: NOTICE: The information
% contained in this
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